This compact, multifunctional set from Lorgar is made for gamers who want to stream, record
videos or podcasts. Voicer 931 will provide a reference voice transmission rate of 48 kHz, with a
bit rate of 16 bits. In addition, the microphone has a cardioid polar pattern, ensuring clear voice
transmission due to suppression of external sounds and noise. The sensitivity of the gadget is
approximately 40 dB, and the operating frequency range is from 50 Hz to 18 kHz. Sound control
has been optimized for maximum ease of use. Pop ﬁlter and shock mounting eliminate sound
vibrations and noise. All the accessories included in the kit allow you to record in any place. The
pantograph stand will help you comfortably position the microphone on any table, and the
adjustable tripod will allow you to record in any position. Both stands are supplied with all the
necessary adapters and mounts. The microphone is compatible with most programs and does
not require additional software or skills to use. The perfect gadget for your creative ideas!

Professional sound

Tap-to-mute button with LED indicator

Plug and Play system

Output level controls located directly on the microphone

Sturdy metal design

360° Rotation & 180° Tilt

Cardioid polar pattern

The kit includes microphone, 2.5 m USB-A to Type-С

Nickel-plated diaphragm

cable, tripod stand, desktop boom arm, pivot mount,

Passive sound protection: detachable

shock mount, shock mount ring, c-clamp, 3/8" to 5/8"

pop-ﬁlter and shock mount diaphragm

universal pantograph adapter, pop ﬁlter

Volume control

Compatible with Mac, Windows, Android and PlayStation
Supports Discord, OBS, FL Studio, Skype, etc.

Ultimate ease of use

A wide range of applications

Plug and play - no additional software required

Suitable for all microphone use cases

Simply connects to a computer with a USB cable

In-game communication, streaming, podcast recording, work meetings

No complicated settings or professional skills required

Supports Discord, OBS, FL Studio, Skype, and other programs

The sound is adjusted on the go by using two wheels

Compatible with Mac OS, Windows, Android, and PlayStation

Omni-directional Cardioid Pattern

Professional Equipment

Picks up sound from the front and eliminates all noises from the sides.

Adjustable pantograph

Engineered for high-quality voice recordings.

Tripod stand

Recommended for online gaming, streaming & podcast recording.

Shock Mount
Gooseneck pop ﬁlter

Eﬃciently reduce air blasts, wind
interference, saliva spraying during

The pop ﬁlter has a ﬂexible 360°

your recording or broadcasting

gooseneck clip stabilizing arm

Durable metal body,
high-quality build

Volume wheel for fast and
accurate volume control

Tripod
LED indicator to track
mute/unmute status
Headphone out jack 3.5 mm
Tap-to-mute touch button
for instant mute

Isolates your mic from
sound & vibration

Durable metal arm that you can
clip on a desk. Adjustable
height, length and direction

Full kit content
Microphone with cardioid polar pattern
2.5 m USB-A to Type-С cable
Tripod stand
Desktop boom arm
Pivot mount
Shock mount & shock mount ring
C-clamp, 3/8" to 5/8" universal pantograph adapter
Pop ﬁlter

Technical parameters
Frequency response: 50 Hz — 18 kHz
Sensitivity: -40 dB ± 3 dB
Polar pattern: Uni-directional
S/N Ratio: 70 dB (A-weighted)

Materials and dimensions

Power Supply: 5V

Product dimensions: 49 x 154.6 x 63.4 mm

Max.SPL: 110 dB (at 1 kHz ≤ 1% T.H.D)

Package dimensions: 343 x 332.5 x 98 mm

Sampling rate: 44.1K / 48kHz
Load impedance: 1000 Ω

Warranty

Bitrate: 16 bit

Warranty term 24 months

Electrical current: 70±5mA

Warranty validation criteria

Serial number

